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La
tc

he
s T-Handle Quarter-turn Latches

Part 
Number

Material Finish
Key Code

T-Handle Housing T-Handle Housing

41-12P plastic die cast zinc black black powder coated 333

41-13P plastic die cast zinc black black powder coated non-locking

41-12BK die cast zinc die cast zinc black powder coated black powder coated 333

41-13BK die cast zinc die cast zinc black powder coated black powder coated non-locking

41-12CH die cast zinc die cast zinc polished chrome polished chrome 333

41-13CH die cast zinc die cast zinc polished chrome polished chrome non-locking

41-12SST 316SS 316SS brushed brushed 333

41-13SST 316SS 316SS brushed brushed non-locking

 � assembly includes body nut, cam retaining screw, and seals (1 internal o-ring and a face gasket)
 � cams sold separately. See pg. 128 for cams & grip dimension
 � intended for NEMA type 12 enclosure requirements; NEMA 4, 4X for stainless steel, non-locking part
 � locking version includes (2) ringed keys and stainless steel lock face and dust shutter

T-Handle Quarter Turn Latch
Part Number Material Finish

41-28BK die cast zinc
black powder 

coated

 � see pg 128 for cams and grip dims.

Plastic Snap-in Quarter-turn Latches
Part No. Material Panel Thickness

41P-51
black 

plastic 
housing 
and plug

.0315 [.800] - .0590 [ 1.500]

41P-52 .0512 [1.300] - .0787 [2.000]

41P-53 .0709 [1.800] - .0984 [2.500]

41P-54 .0906 [2.300] - .1181 [3.000]

41P-55 .1102 [2.800] - .1378 [3.500]

 � cams sold separately. See pg. 128 for cams & grip 
dimensions 
(straight or offset-out cams only)
 � snap-in installation
 � includes stainless steel grounding clip

black

brushed

polished chrome
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