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Medium Compression Spring Panel Latches
Knurled Head

Part Number Mounting Base & Head Material Spring Finish Grip

11-40ZN holes steel smooth blue zinc plated .06 [1.5] min. - .38 [9.7] max.

11-40ZN50 holes steel serrated blue zinc plated .06 [1.5] min. - .38 [9.7] max.

11-40SS holes 304SS smooth electropolished .06 [1.5] min. - .38 [9.7] max.

11-45CO weld guides steel smooth copper plated .06 [1.5] min. - .38 [9.7] max.

11-45CO50 weld guides steel serrated copper plated .06 [1.5] min. - .38 [9.7] max.

11-45SS weld guides 304SS smooth electropolished .06 [1.5] min. - .38 [9.7] max.

11-23ZN holes steel smooth blue zinc plated .25 [6.4] min. - .56 [14.2] max.

7/16" Hex Bolt Head
Part Number Mounting Base & Head Material Spring Finish Grip

11-70SS holes 304SS* smooth electropolished .06 [1.5] min. - .38 [9.7] max.

4mm Recessed Hex Socket Head
Part Number Mounting Base & Head Material Spring Finish Grip

11-90ZN holes steel smooth blue zinc plated .06 [1.5] min. - .38 [9.7] max.

11-90ZN50 holes steel serrated blue zinc plated .06 [1.5] min. - .38 [9.7] max.

11-90SS holes 304SS smooth electropolished .06 [1.5] min. - .38 [9.7] max.

11-95CO weld guides steel smooth copper plated .06 [1.5] min. - .38 [9.7] max.

11-95CO50 weld guides steel serrated copper plated .06 [1.5] min. - .38 [9.7] max.

Black Knob Head
Part Number Mounting Base & Head Material Spring Finish Grip

11-55ZN holes steel smooth blue zinc plated .06 [1.5] min. - .38 [9.7] max.

11-55ZN50 holes steel serrated blue zinc plated .06 [1.5] min. - .38 [9.7] max.

11-50CO weld guides steel smooth copper plated .06 [1.5] min. - .38 [9.7] max.

11-50CO50 weld guides steel serrated copper plated .06 [1.5] min. - .38 [9.7] max.

11-25ZN holes steel smooth blue zinc plated .25 [6.4] min. - .56 [14.2] max.

T-40 Recessed Torx  Socket Head
Part Number Mounting Base & Head Material Spring Finish Grip

11-97ZN none steel smooth blue zinc plated .06 [1.5] min. - .38 [9.7] max.

Medium Compression Spring Panel Latch
Phillips Driver Head

Part Number
Detent
Dimple

Mounting
Base & Head 

Material
Spring Finish Grip

11-60ZN yes holes steel smooth blue zinc plated .06 [1.5] min. - .38 [9.7] max.

Ø.539 [Ø13.69]

Ø.469 [Ø11.91]

Ø.776 [Ø19.71]

Ø.469 [Ø11.91]

 � see previous page for mounting dims

 � see previous page for mounting dims  �NOTE: *body is made of steel material

 � see previous page for mounting dims

Ø.563 [14.30] stud

 � see previous page for mounting dims

 � see previous page for mounting dims

1.50 38.1

PHILIPS DRIVER HEAD
(PH2)

58.7

.138 3.50
(2) HOLES

29.4

2.31

1.16

.47 11.9

.44 11.1

17.5.69.13 3.2

.307 7.80

.047 1.20
R.77 [19.5]

DETENT
DIMPLE

49.21.94

15.8.62

24.60.969

.110 2.80


