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Hinges and Industrial Hardware

 To Place Order:         800.433.5554            order@spep.com

Sealed Raised Trigger Compression Latches 

Grip Range Door Thickness

Part Number
Lock 

Key CodeBlack Powder 
Coated

Polished 
Chrome

.04"-.95" [1.0-24.0]
(1.4" [35] Lever Length)

.04-.20 [1.0-5.0]
446BK 446CH non-locking

446BK-751 446CH-751 CH751

.91"-1.81" [23.1-46.0]
( 2.2" [57] Lever Length)

.04-.20 [1.0-5.0]
446BK01 446CH01 non-locking

446BK01-751 446CH01-751 CH751

 � includes:
 � rubber gasket
 � rubber o-rings

 �material: die cast zinc 
 � lever finish: black powder coated
 � spring loaded lever
 � (2) ringed keys

 � jam nut can be positioned on 
opposite side of lever in order 
to achieve maximum grip 
range

Sealed Flush Trigger Compression Latches, Non-Locking

Grip Range Door Thickness

Part Number

Black Powder 
Coated

Polished
Chrome

.04"-.95" [1.0-24.0]
(1.4" [35] Lever Length)

.04-.20 [1.0-5.0] 448BK 448CH

.91"-1.81" [23.1-46.0]
( 2.2" [57] Lever Length)

.04-.20 [1.0-5.0] 448BK01 448CH01

 � includes:
 � rubber gasket
 � rubber o-rings

 �material: die cast zinc 
 � spring loaded lever

 � jam nut can be positioned on opposite 
side of lever in order to achieve 
maximum grip range
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DOOR THICKNESS
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ZINC PLATED FINISH

.20  MIN.5.1
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DOOR THICKNESS 
RANGE (.04"-.25") [1.0-6.0]

.28 7.0

1.37 34.7

GRIP RANGE
(SEE TABLE)   45°  

M5 X 16 SERRATED
HEAD SCREW

M5 X 30 ADJUSTMENT
SCREW

3.65 92.7

.62 15.8

1.33 33.7

.200  MIN.5.08
.43 [10.9] MAX.

3.384±.040 85.95±1.02
R.12  MAX.3.0

TYP.

.984±.040 24.99±1.02
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MOUNTING DIMENSIONS

1.50 38.1

3.80 96.5

WOOD FRAME
MOUNTING BRACKET

DOOR THICKNESS
.66 [16.8] MIN. TO .75 [19.0] MAX.

ZINC PLATED FINISH

1.62 41.2
.90 22.9

METAL FRAME
MOUNTING BRACKET

DOOR THICKNESS
.04 [1.0] MIN. TO .20 [5.1] MAX.

ZINC PLATED FINISH

.20  MIN.5.1
.43 [10.9] MAX.

3.38- .00
+.04 86.0 .0

+1.0

R.12  MAX.3.0
TYP.

.98- .00
+.04 25.0 .0

+1.0
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.50 12.7
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