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Aluminum Vent
Part No. Material Finish

J6020 aluminum brushed

 � gasket available separately as part no. 
J6020-G  

Plastic Vent Cap Set
Part No. Material Finish

P1069BK
plastic with 

UV inhibitors
black 

smooth

5.65 143.5

7.80 198.1

6.50 165.1

COIN C'SUNK
FOR A #8 FHS
(4) PLACES

.60 15.2

.27 6.9

J6020-G

WATER / WIND DEFLECTOR WALL

OUTSIDE VENT

INSIDE VENT

.22 5.5
(6) PLCS

5.79 147.0
CENT.

5.
72

14
5.

4

.20 5.0
(3) PLCS.

120°
TYP.

3.00 76.2

4.
35

11
0.

4

.2
5

6.
4

6.00 152.4
CENT.

TOP VIEW

8.0 203

2.9 75.0
9

2.
4

TH
K.

FRONT VIEW

1.
2

29

6.0 152

4.1 105

1.
5

38

RIGHT SIDE VIEW

NOTES:
MATERIAL: POLYPROPYLENE  WITH UV INHIBITORS.1.
FINISH: BLACK, SMOOTH.2.
DIMENSIONS IN BRACKETS ARE IN METRIC.3.
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UNSPECIFIED TOLERANCES

    INCHES    

.XX

.XXX

.XXXX

.X

.XX

.XXX

      MM      
UNITS:

SCALE:

INCHES

1:4

PART NUMBER:

DESCRIPTION:

WEIGHT:

DWG. NO.

SHEET0.252

21830-P1069BK

1 2OF

P1069BK

     
PLASTIC VENT CAP SET

     THIRD ANGLE PROJECTION

ASIZE:

MATERIAL:

FINISH:

SEE NOTE

BLACK, SMOOTH

±.13

±38

±.76

±.005

±.015

±.030

±3°ANGLES:

3.00 76.2
THRU HOLE

PANEL

INSIDE VENT

OUTSIDE VENT MAY BE 
INSTALLED FACING TO THE 
SIDES OR FACING DOWN.

PANEL

OUTSIDE VENT

INSIDE VENT TRIM AS REQUIRED

PANEL

OUTSIDE VENT

INSIDE VENT

PANELOUTSIDE VENT

INSIDE VENT

NOTES:
MATERIAL: PLASTIC WITH UV 1.
INHIBITORS
DIMENSIONS IN BRACKETS 2.
ARE IN METRIC.

STEP 1 STEP 2

STEP 3.1 STEP 3.2

DRILL 3" [76mm] HOLE THROUGH THE PANEL AS SHOWN. INSTALL INSIDE VENT TO THE INSIDE OF THE PANEL WITH (3) SCREWS (NOT SUPPLIED).

INSTALL OUTSIDE VENT TO THE OUTSIDE OF THE PANEL WITH (6) SCREWS (NOT SUPPLIED). MAKE SURE INSIDE VENT FITS CENTERED WITH THE OUTSIDE VENT'S WATER / WIND 
DEFLECTOR WALL WHEN INSTALLED ONTO THE OUTSIDE PANEL. 
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UNSPECIFIED TOLERANCES

    INCHES    

.XX

.XXX

.XXXX

.X

.XX

.XXX

      MM      
UNITS:

SCALE:

INCHES

1:5

PART NUMBER:

DESCRIPTION:

WEIGHT:

DWG. NO.

SHEET5.192

21830-P1069BK

2 2OF

P1069BK

     
PLASTIC VENT CAP SET

     THIRD ANGLE PROJECTION

ASIZE:

MATERIAL:

FINISH:

SEE NOTE

BLACK, SMOOTH

±.13

±38

±.76

±.005

±.015

±.030

±3°ANGLES:

3.00 76.2
THRU HOLE

PANEL

INSIDE VENT

OUTSIDE VENT MAY BE 
INSTALLED FACING TO THE 
SIDES OR FACING DOWN.

PANEL

OUTSIDE VENT

INSIDE VENT TRIM AS REQUIRED

PANEL

OUTSIDE VENT

INSIDE VENT

PANELOUTSIDE VENT

INSIDE VENT

NOTES:
MATERIAL: PLASTIC WITH UV 1.
INHIBITORS
DIMENSIONS IN BRACKETS 2.
ARE IN METRIC.

STEP 1 STEP 2

STEP 3.1 STEP 3.2

DRILL 3" [76mm] HOLE THROUGH THE PANEL AS SHOWN. INSTALL INSIDE VENT TO THE INSIDE OF THE PANEL WITH (3) SCREWS (NOT SUPPLIED).

INSTALL OUTSIDE VENT TO THE OUTSIDE OF THE PANEL WITH (6) SCREWS (NOT SUPPLIED). MAKE SURE INSIDE VENT FITS CENTERED WITH THE OUTSIDE VENT'S WATER / WIND 
DEFLECTOR WALL WHEN INSTALLED ONTO THE OUTSIDE PANEL. 
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SCALE:

INCHES

1:5

PART NUMBER:

DESCRIPTION:

WEIGHT:

DWG. NO.

SHEET5.192

21830-P1069BK

2 2OF

P1069BK

     
PLASTIC VENT CAP SET

     THIRD ANGLE PROJECTION

ASIZE:

MATERIAL:

FINISH:

SEE NOTE

BLACK, SMOOTH

±.13

±38

±.76

±.005

±.015

±.030

±3°ANGLES:


