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316SS Large Compression Latches
Features

 � includes:
 � (1) body lock washer
 � (1) body mounting nut
 � (1) cam
 � (2)cam lock washers
 � (2) cam mounting nuts

 � 316SS material with passivated finish
 � * 316SS material with electro-polished finish
 � grip range shown is in locked position
 � achieves NEMA type 4, 12 and IP65 when used with X174-01 gasket 
(sold separately), achieves NEMA 4x for 316SSTP version only
 � 1.37 [34.9] O.D. x .13 [3.2] thick steel zinc plated spacer 
(sold separately as part no. KH45)

Part Number

Grip Range

Non-Locking 
T

Thumb Turn
8mm

Recessed Hex
Slotted

Cam Offset In Cam Offset Out

Min. Max. Min. Max.

4-10SSTP05* 4-11SST05 4-13SST05 4-17SST05 1.53 [38.9] - 2.15 [54.6] straight

4-10SSTP10* 4-11SST10 4-13SST10 4-17SST10 1.00 [25.4] 1.62 [41.1] 2.07[52.6] 2.69 [68.3]

4-10SSTP15* 4-11SST15 4-13SST15 4-17SST15 0.45 [11.4] 1.07 [27.2] 2.61 [66.3] 3.00 [76.2]

.65 16.6

90°
ROTATION

1.31 33.3

1.13 28.7

ALIGNMENT
INDICATORS

CAM IN OPEN
POSITION

.25 6.4

1.26 32.0

2.52 64.0

OFFSET IN
GRIP

 OFFSET OUT GRIP 

.26 6.6
COMPRESSION

M22 x 1.5 THD.

M10 x 1.5 THD.

.938 23.81
.750+

-
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.000 19.05+

 
.25
.00

SQUARE

.885+
-
.010
.000 22.48+

 
.25
.00

DOOR

MOUNTING DIMENSIONS

FRAME

Refer to existing part family on page 157 


