Shoulder Pattern Eyebolt
L[]
wn
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E203 steel 500 Ibs. ]
L |
—
E203ZN steel 500 lbs. L 20 100 @75 @119 @53 .15 69 [Y)
E203SS  304SS 460 Ibs. [254] [191] [302] [135] [3.8] [17.] =
E203SST 31655 460 Ibs. 8
E206 steel 900 Ibs. <
E206ZN steel 900 Ibs. /1618 112 @87 @144 @59 .15 87 .
E206SS 30455 780Ibs. [285] [221]1 [366] [150] [3.8] [22.1]
E206SST 31655 780 lbs.
E209 steel 1300 lbs.
E209ZN steel 1300 Ibs. 28" 16 125 @100 @169 @65 .15 1.06
E209SS 30455 1160 Ibs. [31.8] [254] [429] [165] [3.8] [26.9]
E209SST 31655 1160 Ibs.
D—=f
E212 steel  18000bs. ., 137 0106 @181 @78 22 119 c—
E212ZN steel 1800 Ibs. [34.8] [269] [46.0] [19.8] [5.6] [30.2]
E215 steel 2400 Ibs.
E215ZN steel 2400 Ibs. 13 150 @119 @212 @90 22 131 ] T
E215SS 30455 2150 Ibs. [38.1] [30.2] [53.9] [229] [56] [33.3] &
E215SST 31655 2150 Ibs. 1 TN
E218 steel - 32000bs. ., 175 @137 @256 6103 25 159 ed
E218ZN steel 3200 Ibs. [445] [34.8] [65.0] [262] [64] [40.4] B
E221 steel 4000 lbs. ‘
E221ZN steel 4000 Ibs. 5811 175 @137 @256 @103 .25 1.59 HJ A LR
E221SS  304SS 3440 Ibs. [44.5] [348] [650] [262] [64] [404] I
E221SST 31655 3440 Ibs.
E224 steel 5000 Ibs. ? ﬁ
0° (VERTICAL) 0° (VERTICAL)
E224ZN steel 5000 Ibs. T 200 @150 @281 @119 25 1.72 RECOMMENDED RECOMMENDED
E224SS 304SS 5140 |bs. [50.8] [38.1] [71.4] [30.2] [6.4] [43.69] 1°- 45°
ACCEPTABLE ANGULAR LOADS
NOT
E224SST 31655 5140 lbs. RECOM T OED
E227 steel 7000 Ibs. - 225 @162 @319 @137 31 203 o
E227ZN steel 7000 Ibs. [57.21 [41.2] [81.0] [348] [79] [51.6] RECOMMENDED
E230 steel 9000 Ibs.
E230ZN  steel 9000 lbs. g 250 @175 @356 @156 37 222
E230SS  304SS 9370 lbs. [63.5] [44.5] [904] [39.6] [7.9] [56.4]
E230SST 31655 9370 lbs.
E233 ool 120000 11/8%7 275 @200 @406 @175 44 259

[69.9] [50.8] [103.1] [44.5] [11.2] [65.8]

E236 steel 15000 Ibs. 11/4"-7 R N e e 284 FERONT VIEW RIGHT SIDE VIEW
[76.21 [55.6] [112.8] [49.3] [12.7] [72.1]

350 @250 @519 @219 .50 3.19

E239 steel 21000 Ibs. 11/2"-6

[88.9] [63.5] [131.8] [55.6] [12.7] [81.0]
E242 e B [35721 ?62979? [?5?2021 ?62355(1) [1.228] [3'57; =T T AoTINE - -

il Nl Lozl Mol Gl S 71X T WARNING
-

E245 seel 38000 Ibs. s 400 @300 @675 ©287 75 425

[101.6] [76.2] [171.5] [72.9] [19.1] [108.0] Capacities listed are for vertical lifting only. Rated
» stainless steel parts are 304SS passivated and electro-polished capacity is substantially reduced when loading
» 316SS parts available upon request at any angle. Loading must never be made at an
» steel parts are forged and 304 / 316SS parts are from investment casting angle greater than 45° from bolt center line. At
» all standard eyebolts threaded national coarse an angle of 45°, rated capacity is reduced to 1/4
» shanks longer than standard are available upon request of shown rating.

\
To Place Order: \\ 800.433.5554 4 order@spep.com




