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La
tc

he
s Two-Point Standard Paddle Handles, Flush Mounted

Part Number Mounting Holes Material Finish Lock Included

471 no steel electro-galvanized no

471-DB no steel electro-galvanized yes

473 yes 304SS polished no

473-DB yes 304SS polished yes

 � slide bar latches may be used with two-point standard paddle handle. 
See pg. 99 for details
 � for use with rod or cable system (see page 63 for rods and accessories
 � lock sold separately (see available codes below)
 �  includes double-bitted lock and keys. See table below for key codes

Available Key Codes

Two-Point Flush Paddle Handle
Part Number Material Finish

402 steel semi-gloss black powder coated

 � for use with rod or cable system (see page 63 for rods and accessories)

.30 7.7

RIGHT SIDE VIEW

1.96 49.8

23.1.91

5.50 139.7

.250 6.35

BACK VIEW

3.81 96.8

70.92.79

3.75 95.3

.193
(4) PLCS.

4.90

4.25 108.0

1.59 40.4

MOUNTING DIMENSIONS

84.63.33

4.60 116.8

Part Number Key Code

PMDB-01 01

PMDB-02 02

PMDB-03 03

PMDB-04 04

PMDB-05 05

 � double bitted

Part Number Key Code

PMDB-06 06

PMDB-07 07

PMDB-08 08

PMDB-09 09

PMDB-10 10

 � double bitted

Part Number Key Code

PMCH545 CH545

PMSP1 SP1

MOUNTING DIMENSIONS

2.80 71.13.19 81.0

4.00 101.6

3.00 76.2 .200 5.08
(4) PLACES

.81 20.6

1.72 43.7

.250 6.35
(2) PLACES

.048 1.22

3.63 92.1

SIDE VIEW

3.28 83.3  MAX.

4.69 119.1

3.19 81.0 2.58 65.5

3.00 76.2

3.58 90.9

.193 4.90
 (4) HOLES

1.63 MIN.41.3

REAR VIEW


